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Standard Industrial Company

1115 Hwy. 49 South / Desoto Street

Clarksdale, MS. 38614

Phone: 662.624.2436 * Fax: 662.624.2581

Email: vance@standard-industrial.com * Website: www.standard-industrial.com

AS500 Guillotine Shears

= 4'squaring arm with imbedded scale

= Hand slots in table

= (2) T-slots in table

= 36" travel, PLC controlled backgauge

| = POWER, FRONT OPERATED INFINITELY ADJUSTABLE, quick-change blade gap adjustment
= Heavy duty ball transfers mounted in table

All 1/2" and larger and 14' and longer shears are equipped with heavy duty ball transfers mounted in the table
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Model Capacity to Mild Steel/A36 Capacity to Stainless Steel Shearing Tons # of Hold Downs Hold Down Force Weight

AS500-6 1/2" x 6' 3/8" x 6' 90 7 63 Tons 19,000 Ibs
AS500-8 1/2" x 8' 3/8" x 8' 90 9 80 Tons 25,000 lbs
AS500-10 1/2" x 10 3/8" x 10' 90 1" 99 Tons 30,000 Ibs
AS500-12 1/2" x 12 3/8"x 12' 90 13 117 Tons 42,000 lbs
AS500-14 1/2" x 14 3/8" x 14' 90 15 132 Tons 52,000 Ibs
AS500-16 1/2" x 16' 3/8" x 16' 90 17 150 Tons 73,000 Ibs
AS500-20 1/2" x 20 3/8" x 20' 90 21 180 Tons 110,000 lbs
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